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Whatman™ Puradisc Syringe Filters

Designed for the quick and efficient filtration of samples up to 100mL. Manufactured from 
pigment-free polypropylene or polycarbonate, they incorporate standard inlet and outlet 
Luer connectors unless otherwise stated. Options include a sterile, medical-grade blister 
pack for critical applications and a special tube-tip outlet that allows the sample to be 
accurately dispensed into a microvial, eliminating air lock.

Code Alt Ref Membrane Pore Size, µm Pack Price
FIL2706 67790402 PVDF 0.2 100  £172.00
FIL2710 67920402 PVDF 0.2 500  £758.00
FIL2708 67790404 PVDF 0.45 100  £172.00
FIL2712 67920404 PVDF 0.45 500  £770.00
FIL2702 67770402 PVDF with tube-tip 0.2 50  £123.00
FIL2704 67770404 PVDF with tube-tip 0.45 50  £123.00

4mm Syringe Filters

• 4mm diameter
• Sample volume up to 2mL
• Low hold-up volume ﹤10µL ensures maximum sample recovery
• Optional tube-tip format
• Non sterile

Code Alt Ref Membrane Pore Size, µm Pack Price
FIL2740 67791302 PVDF 0.2 100  £194.00
FIL2744 67921302 PVDF 0.2 500  £700.00
FIL2742 67791304 PVDF 0.45 100  £194.00
FIL2746 67921304 PVDF 0.45 500  £688.00
FIL2748 67891301 Nylon 0.1 100  £190.00
FIL2750 67891302 Nylon 0.2 100  £190.00
FIL2754 67751302 PTFE with tube-tip 0.2 50  £129.00
FIL2756 67751304 PTFE with tube-tip 0.45 50  £126.00
FIL2758 67841301 PTFE 0.1 100  £190.00
FIL2764 67841310 PTFE 1.0 100  £190.00
FIL2760 67841302 PTFE 0.2 100  £194.00
FIL2768 67831302 PTFE 0.2 500  £694.00
FIL2770 67831304 PTFE 0.45 500  £688.00
FIL2766 67841350 PTFE 5.0 100  £185.00
FIL2772 67821302 PES 0.2 100  £194.00
FIL2774 67821304 PES 0.45 100  £194.00
FIL2776 67811304 PES 0.45 500  £810.00
FIL2778 67881302 PP 0.2 100  £190.00
FIL2782 67851302 PP 0.2 500  £694.00
FIL2780 67881304 PP 0.45 100  £190.00
FIL2784 67851304 PP 0.45 500  £694.00
FIL2786 67711304 CA 0.45 100  £185.00

13mm Syringe Filters

• Sample volume up to 10mL
• Low hold-up volume ﹤25µL ensures maximum sample recovery
• Optional glass microfibre filter available
• Optional tube-tip format available
• Non sterile

• Choice of filter sizes 4 to 30mm
• Choice of membrane or glass microfiber filter media for 

wide solvent compatibility 
• Adhesive-free seals eliminate potential sample 

contamination




