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Code Size Dims, w x d, mm Colour Price
SAF7070 Small 475 x 360 White  £38.00
SAF7072 Small 475 x 360 Yellow  £44.30
SAF7074 Large 700 x 450 White  £71.00

Spill Containment Trays

• Rigid PVC
• Available in yellow for use in radiation areas and white for non-radiation areas 
• Colourless PVC liners are available

Code Size Price
SAF7080 Small  £42.00
SAF7082 Large  £78.00

Liners

Supplied in packs of 10

Code Description Dims, w x l, mm Pack Price
BEN2000 BenchSafe 490 x 50000 Roll  £200.00
BEN2002 BenchSafe 490 x 600 100 sheets  £205.00
BEN2006 BenchSafe Plus 490 x 600 50 sheets  £160.00

SLS Select BenchSafe Bench Protection

• Ultimate, cost effective protection
• High absorbency and surface protection
• Lightweight and soft to the touch
• Waterproof polyethylene surface
• Strong and tear-resistant
• Flat surface can be written on
• Suitable for incineration
• Available as BenchSafe Plus – more absorbent than standard

Code Alt Ref Description Dims, w x l, mm Pack Price
BEN1000 2300-916 Benchkote 460 x 570 50 sheets  £101.00
BEN1006 2300-599 Benchkote 460 x 570 50 sheets  £101.00
BEN2009 2300-917 Benchkote 460 x 570 100 sheets  £117.00
BEN1002 2300-731 Benchkote 460 x 50000 Roll  £175.00
BEN1004 2300-772 Benchkote 920 x 50000 Roll  £351.00
BEN1100 2301-6150 Benchkote Plus 500 x 600 50 sheets  £117.00
BEN1102 2301-6160 Benchkote Plus 600 x 50000 Roll  £230.00

Whatman™ Benchkote Surface Protectors

• Absorbent lab paper protects surfaces against hazardous spills
• Can be incinerated or disposed of according to local regulations after use
• Strong and tear resistant when wet or dry
• Flat, smooth white surface can be written on with ink or pencil
• Suitable for saturation with disinfectant to protect benches where pathogens and other 

bacteria are present
• Available as Benchkote Plus – a thicker, more absorbent version for demanding or 

hazardous applications, capable of absorbing more than 0.75L/m2




