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These instructions for use for the rotor A
-8-17 are a supplem

ent to 
the operating m

anual for the centrifuge and are not a substitute. 
R

ead the operating m
anual before using the rotor for the first tim

e. 
The current version of the operating m

anual can be found on the 
Internet at w

w
w

.eppendorf.com
.

The sw
ing-bucket rotor A

-8-17 can be loaded w
ith 15 m

l Falcons

 

®

 

 
and 15 m

l D
IN

 tubes of D
U

R
A

N
 glass. The m

axim
um

 perm
issible 

tube length is 120 m
m

. The m
axim

um
 load capacity (adapter, tube 

and contents) of the rotor is 8 x 38 g.

W
hen fitting the rotor, please note the nut on the underside of the 

rotor. To insert the rotor, rotate the driver pin of the m
otor shaft 

lengthw
ise. P

lace the rotor onto the m
otor shaft in such a w

ay that 
the nut points in the sam

e direction as the driver pin of the m
otor 

shaft. Tighten the rotor nut w
ith the rotor key by turning in a clock-

w
ise direction. If the rotor cannot be tightened w

ithout difficulty, 
please ascertain that the rotor has caught the driver pin of the m

otor 
shaft.
To loosen the rotor, rotate the rotor nut counter-clockw

ise w
ith the 

rotor key. 

Insert the provided plastic adapter (O
rder no. 5702 702.005) into the 

sleeves prior to centrifugation of the Falcons. This prevents the 
Falcons from

 being destroyed. R
ound rubber plates

(O
rder no. 5702 701.009) are required for the centrifugation of 

D
IN

 tubes in order to prevent them
 from

 bursting. 

P
lease m

ake certain prior to centrifugation that such a rubber plate 
is beneath each glass tube. P

lease observe the m
axim

um
 R

C
F 

specified by the m
anufacturer for the tubes used.

W
hen not loading the rotor com

pletely, please be sure to load the 
rotor in such a w

ay that the pegs are loaded sym
m

etrically.
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